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AHB    FAST WATER HEATERS

TS 736
Pr EN 12897
TS ISO 1129
ISO 9001–2008

BFPN: 110-610
BFPN: 110-620
BFPN: 110-630

  It has cleaning cover manufactured in vertical system within 
the scope of TS 736, PrEN 12897 
  Electric heater can be installed when desired (BFPN: 110-630) 
  Its construction was conducted at 10 atm and in accordance 

with operation pressure.  
  Serpentine pipes were manufactures in accordance with EN 

10217-2 standards. 
  It provides hygienic and plenty of hot water. They are also 

named as Thermo Boiler. 
  It can be used as natural circulation or with circulation pump. 
  The internal body of the boiler can be manufactured as hot 

galvanized dipping, enamel and epoxy painted. 
  It produces hot water at high capacities in narrow volumes. 
  Fast boiler is designed in vertical position and the installation 

is performed as vertical. 
  It is ergonomic. 
  Hot water in the fi xtures can be adjusted at the desired ra-

tio since pressure in usage area is as much as the pressure of tap 
water.  
  It is convenient for use in different climate conditions. 
  It can easily be located in high buildings and partitions. 
  It provides high performance in low temperature differences 

within the system. 
  It has the feature of using magnesium anode. 
  It is convenient for operating in parallel with solar energy sys-

tem and heater boilers. 

  It is convenient for European standards with resistance and 
effi ciency values. 
  Water heat of the boilers can be continuously viewed in digi-

tal screen (optional) 
  When pressed on the button on lower right corner of the digi-

tal screen, it shows the level of magnesium anode probe as % and 
automatically returns to heating screen (Optional) 
  There is thermometer on fast boilers. Temperature and pres-

sure in the boiler can be observed from the thermometer. 
  In fast boilers, armored electric cable spanned from upper 

cover to lower cleaning cover in isolation cover. This cable allows 
heating fast boilers with electric energy by making the electrical 
heating supplement and thermostat supplement on the upper co-
ver (See. BFPN: 110-630) 
  In AHB fast boilers, the application of polyurethane isolation 

application from AHB 100 capacity to AHB 600 capacity. Foam in-
sulation and leatherette outer sheath application including from 
AHB 800 capacity to including AHB 3000 capacity and galvanized 
sheet application over glass wool from including AHB 3500 capa-
city to including AHB 5000 capacity is conducted.
  Security valve must be installed on cold water feeding circuit 

as much as 10% of operating circuit.

THE FEATURES OF AHB FAST WATER HEATERS

FAST WATER HEATERS
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Capacity Lt 100 150 200 300 350 500 600 800 1.000 1.250 1.500 1.750 2.000 2.500 3.000 3.500 4.000 4.500 5.000
Minimum Hot Water Output Flow Lt/h 450 850 1.050 1.100 1.250 1.450 1.550 1.800 2.000 2.100 2.500 2.750 3.250 4.000 4.700 5.700 6.600 8.200 9.500
Width Ømm 615 615 615 768 768 768 768 868 1.020 1.120 1.120 1.270 1.270 1.470 1.470 1.470 1.515 1.515 1.515
Length mm 735 945 1.195 1.136 1.336 1.786 2.086 2.146 1.911 1.970 2.220 2.010 2.260 2.100 2.450 2.800 3.030 3.380 3.675
Pallette Width mm 650 650 650 800 800 800 810 900 1.050 1.150 1.150 1.300 1.300 1.500 1.500 1.500 1.545 1.545 1.545
Palette Length mm 650 650 650 800 800 800 810 900 1.050 1.150 1.150 1.300 1.300 1.500 1.500 1.500 1.545 1.545 1.545
Palette Height mm 100 100 100 100 100 100 100 110 140 140 140 140 140 140 140 140 140 140 140
Heater Water Input-Output Nozzle PN 6 1" 1" 1" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4"
Tap Water Input-Output Nozzle PN 6 3/4" 3/4" 3/4" 1" 1" 1" 1" 1 1/4" 1 1/4" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 2" 2" 2" 2" 2" 2"
Electrical Heater Nozzle PN 6 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2"
Magnesium Anode Nozzle PN 6 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4"
Thermometer nozzle PN 6 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2"
Circulation PN 6 3/4" 3/4" 3/4" 1" 1" 1" 1" 11/4" 11/4" 11/4" 11/4" 11/4" 11/4" 2" 2" 2" 2" 2" 2"
Cleaning Cover Ømm 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100
Recommended Heater Capacity kW 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2
Serpentine Surface m2 0,77 0,92 1,08 1,35 1,35 1,94 2,31 2,78 3,25 4,02 4,5 5,15 5,5 5,8 6,2 7,5 8,6 10,2 11,4
Dry Weight Kg 90 100 125 185 195 250 290 360 450 510 575 700 760 1050 1150 1250 1475 1650 1800

Capacity Lt 150 200 300 350 500 600 800 1.000 1.250 1.500 1.750 2.000 2.500 3.000 3.500 4.000 4.500 5.000
Minimum Hot Water Output Flow Lt/h 850 1.050 1.100 1.250 1.450 1.550 1.800 2.000 2.100 2.500 2.750 3.250 4.000 4.700 5.700 6.600 8.200 9.500
Width Ømm 615 615 768 768 768 768 868 1.020 1.120 1.120 1.270 1.270 1.470 1.470 1.470 1.515 1.515 1.515
Length mm 945 1.195 1.186 1.336 1.786 2.086 2.146 1.911 1.970 2.220 2.010 2.260 2.100 2.450 2.800 3.030 3.380 3.675
Pallette Width mm 650 650 800 800 800 810 900 1.050 1.150 1.150 1.300 1.300 1.500 1.500 1.500 1.545 1.545 1.545
Palette Length mm 650 650 800 800 800 810 900 1.050 1.150 1.150 1.300 1.300 1.500 1.500 1.500 1.545 1.545 1.545
Palette Height mm 100 100 100 100 100 100 110 140 140 140 140 140 140 140 140 140 140 140
Heater Water Input-Output Nozzle PN 6 1" 1" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4"
Sun Collector Input-Output Nozzle PN 6 1" 1" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4"
Tap Water Input-Output Nozzle PN 6 3/4" 3/4" 3/4" 1" 1" 1" 11/4" 11/4" 11/2" 11/2" 1 1/2" 1 1/2" 2" 2" 2" 2" 2" 2"
Electrical Heater Nozzle PN 6 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2"
Magnesium Anode Nozzle PN 6 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4" 1 1/4"
Thermometer nozzle PN 6 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2" 1/2"
Circulation PN 6 3/4" 3/4" 1" 1" 1" 1" 11/4" 11/4" 11/4" 11/4" 11/4" 11/4" 2" 2" 2" 2" 2" 2"
Cleaning Cover PN 6 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100
Recommended Heater Capacity kW 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2
Upper Serpentine Surface Ømm 0,78 0,92 0,96 1,15 1,94 1,94 2,78 3,25 3,7 4,02 4,02 5,15 5,8 6,2 7,5 8,6 10,2 11,4
Serpentine Surface m 2 0,78 1,24 1,35 1,55 2,31 2,7 3,48 3,8 4,34 4,95 5,5 6,25 6,65 8 9,8 11,2 12,8 14,5
Dry Weight Kg 125 145 210 230 310 350 450 550 610 685 725 1200 1350 1100 1500 1800 1950 2150

FAST BOILER TYPE UNIT AHB 100 AHB 150 AHB 200 AHB 300 AHB 350 AHB 500 AHB 600 AHB 800 AHB 1000 AHB 1250 AHB 1500 AHB 1750 AHB 2000 AHB 2500 AHB 3000 AHB 3500 AHB 4000 AHB 4500 AHB 5000

FAST BOILER TYPE UNIT AHB 150 AHB 200 AHB 300 AHB 350 AHB 500 AHB 600 AHB 800 AHB 1000 AHB  1250 AHB 1500 AHB 1750 AHB 2000 AHB 2500 AHB 3000 AHB 3500 AHB 4000 AHB 4500 AHB 5000

G

G

Y

Y

PLENTY, FAST AND HYGIENIC HOT WATER 

• The right of making change in technical issues is reserved by our fi rm.
• Special designs and manufacturing can be done.
• Electrical heating, digital thermostat and the other control equipment can be installed optionally.
• Thermometer is installed on the boiler as standard.  

TECHNICAL DIMENSIONS OF AHB FAST WATER HEATERS WITH UNIQUE SERPENTINE 

TECHNICAL DIMENSIONS OF AHB FAST WATER HEATERS WITH DOUBLE SERPENTINE 

1. Upper Cover
2. Body
3. Magnesium anode
4. Serpentine
5. Serpentine input

6. Serpentine output
7. Primer serpentine
8. Secondary serpentine
9. Primary serpentine input
10. Primary serpentine output

11. Secondary serpentine input
12. Secondary serpentine output
13. Mains water input          
14. Mains water output
15. Base (Leg)

16. Polyuretane isolation
17. Electrical heater
18. Cleaning cover
19. Recirculation nozzle 


